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Direct Line ThermalPrint Method

5°C ~ 40°COperating Condition

300,000 times (optionally 1,000,000 times)Cutter Life Span

999,999 times, On-Line Connection AvailableCounter Check

AC 220V / 60 HzPower

100 kmTPH Life

RS-232C, USB 2.0Interface

Print Speed 2 sec / sheet

Media Auto, Manual Paper / Pet Card (85 mm x 54 mm)

Dot Pitch 300 dpi

Dimensions 460 (H) x 195 (L) x 180 (W)

Technical Specifications:

Overview:

Ticket Printer for Railroad, Car Park, etc. with Thermal Printing on Fanfold Type Paper or
PET Card.

Features:

� 300 dpi High Quality Printing
� High Speed Issue 1.5 sec./sheet (Max)

(Encoding & Verifying & Printing)
� Adopted 2 Magnetic Heads for Fast Processing
� Single Feed & Dual Feed (Optional)
� Fanfold & Roll Type Paper
� Front Loading Single Manual Printing
� Rugged Mechanism for Various Applications
� Read, Return Function
� Picture, Image Printing
� Barcode Printing (3 of 9, 2 of 5, KAN13, etc.)

Ticket Issuing Printer 
TP - 7000

Ticket Issuing Printer 
TP - 7000


